
TAIG Limit Switches
no machine modifications needed

(uses existing way screws)

$199.00us
free shipping

bonus rear bellow
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Stainless notched double D nut, 
slots perfectly avoiding rotation

rare earth magnets with 5lbs of pull force
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coolant resistant gold terminals
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wire hub

integrated grade 40 neodymium 
iron boron (rare earth) magnets 

with a powerful 26lbs of pull force



TAIG Rear Bellow

Specifications
Switch: Normally Open
Axis:  X+, X-, Y+, Y-, Z+
Cycles: 50,000
Rating:   24Vdc, 20ma max.
Material: Biodegradeable thermoplastic

Coolant resistant plastic surface 
with a polyester backing

rare earth magnets with 10lbs of pull force

From 0.45in to 10in. expansion

anti-crush protection, helps in case of 
operator error

Anti-Crush Protection



designed and made in Canada

what’s included in the box
1 - rear bellow
1 - X+ and Y+ switch
1 - X+ stop
1 - X- switch
1 - Y- switch and hub
1 - Z+ switch
1 - Z+ cap
4 - wires
4 - 8-32 cap screws

Description

imit switches protect your machine. They allow you to run your G-Code 
without fear of overrun and permanent damage.  Our T-LS limit switches for 

the TAIG mill are small, lightweight, and nonobtrusive. They are easy to install 
and permit you to operate to the limits of your machine,  right away and 

without machine modifications.

L
Sustainable Packaging

Almost all the plastic used in making 
the switches is biodegradable and ev-
ery effort is made to use cardboard for 
the packaging. The quality cardboard 
box can be easily reused and all labels 
easily peeled.

We use paypal, which accepts payment with 
or without a paypal account, and allows for 

special instructions at checkout.
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